Attach the left and right fenders and
the front bumper to the chassis with the
large holes facing out,and with ftwo

screws each.
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Attach the hood and the cab fo the
chassls with two screws each.

Attach the left and right ladder/gas
tank pieces fo the chassis with one
screw each. Position the cab roof
with the larger holes facing up, and
attach with two screws,
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Altach a yellow, semi-circular dowel
to the side of the arm support housing,
with two screws, Repeat on the
opposite side of the arm support
housing.
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Aftach the left hydraulic arm on the
arm support housing with two screws,
as shown. Repeat with the right
hydraulic arm on the opposite side of
the arm support housing.
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Slightly pull the ends of the hydraulic
arms apart and insert the dowel with
the pulley wheel in the blind holes

belween them.

. bulley wheel

Attach the fiat bed to the chassis with
two screws from the top, as shown,

flat bed

4

chassis

Attach the left cab side panel on the
cab with two screws, and the left
exhaust pipe with one screw. Repeat
on the other side of the cab with the
right cab side panel and the right
exhaust pipe.

Insert the dowel with the wood pin

through the hole In the left hydraulic
arm with the notches and through the
right hydraulic arm, as shown below.
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Attach the knobs onto the dowel with
the wood pin. Secure each knob with
ascrew.

Attach the wheels and axles to the
chassis by attaching one wheel on
each axle and securing each with a
screw. Then insert each axle through
the chassls and attach the remalning
wheels with one screw each.
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|Mount the arm support housing by

inserting its large dowel into the large
hole in the flat bed. Attach the
emergency lights fo the top of the
arm support housing, Secure with two
screws from the top.
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Thread the end of the tow hook string
through the dowel ' s small hole and
tle a knot on the end. Pull on the hook
so that the knot is pulled into the
larger hole in the dowel. Hang the fow
hook end of the sfring over the pulley,
and turn the knob o move the hook
up and down (as in small photo) .




